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(8] 600
EXISTING 12470 VOLT SWITCHGEAR UNIT-B TO REMAIN (LOCATED IN ELECTRICAL CNP-3 :\mm,e
ROOM 'SBI' AT SECOND BASEMENT LEVEL IN THE BUILDING). SEE NOTE #7 ON N
DRAWING ElO2.
© 2. EXISTING I5 KV SWITCH UNIT TO REMAIN. SEE NOTE #1& ON DRAWING ElO2. E
7~
3. DISCONNECT AND REMOVE EXISTING I5 KV UNDERGROUND CABLE CONDUCTORS CTF-3A (40} ()
(APPROXIMATE RUN-500 FEET). COORDINATE WITH OWNER AND REQUEST AN 7
ORDERLY POWER SHUT DOWN PRIOR TO START OF WORK.
4.  REMOVE EXISTING CONVENIENCE POWER RECEPTACLE OUTLET. PROVIDE NEMA
5-20R (GF1) WITH WEATHERPROOF COVER IN ITS PLACE AND RECONNECT. CHECK
CIRCUITRY FOR CONTINUITY.
5. EXISTING I5 KV PRIMARY SWITCH TO REMAIN. VACUUM CLEAN INTERIOR TO REMOVE A9 (TYP.)
ALL THE DUST. CLEAN AND TIGHTEN SWITCH CONTACTS. REMOVE THE OLD
EXTERIOR PAINT AND PROVIDE NEW PAINT TO MATCH EXISTING.
6. EXISTING TRANSFORMER TO REMAIN. 1000/1120/1268 KVA. /@33
.00, QO 7. EXISTING 480 VOLT MAIN CIRCUIT BREAKER TO REMAIN. E
d
®.  VACUWM CLEAN INTERIOR TO REMOVE ALL THE DUST. CLEAN AND TIGHTEN ALL THE CcTF-2B (40) (6
CONTACTS AND CONNECTIONS. 4
d. REMOVE THE OLD EXTERIOR PAINT AND PROVIDE NEW PAINT TO MATCH EXISTING.
O\ O\ (71N O\ O\ (22N O\ (=1 O\
o ® o ® o ) o 9 o @® o \E; o ® o @® ) ® 0. EXISTING MOTOR CONTROL CENTER TO REMAIN. GE T100 LINE CONTROL CENTER.
| | | | _ | _ i i |6OOA-480V-3 PHASE. SERIAL # DA-T15C-252418. ORDER #180-61240-C/C.
! s b s Kb Kb Kb Kb K FE___ CAPACITOR
e e LA LA e L L L . EXISTING 400A AUTOMATIC TRANSFER SWITCH (ATS) LOCATED IN THE MCC =
! ! ! ! ! ! ! ! ENCLOSURE TO REMAIN. AGASTAT, MODEL #1022 26H. @ 600
| | | | | | i |
+——+ +——+ +——+ +—D—+ —12 2. EXISTING 30 KVA, 480 VOLT - 120/208 VOLT TRANSFORMER LOGATED IN THE MCC CHP-2 (D)
ﬁ._ ﬁr_ ﬁr_ ﬁr_ ﬁr. ﬁr_ ENCLOSURE TO REMAIN. N
\L, \L, \L, \LJ \L, \L, \L, \L,
vy & W o W W W A 3. EXISTING PANELBOARD "PP-CT* LOCATED IN THE MCC ENCLOSURE TO REMAIN. E
CNP-2  CP-3 CTROA CTEIB CTE-3A Ci--38 NPl e pp—cT =13 IOOA - 120/208V-3 PHASE-4 WIRE (MCB). o (5
-2 (40)
14, EXISTING EMERGENCY POWER SWITCHBOARD TO REMAIN (LOCATED AT SECOND 7
BASEMENT LEVEL IN THE BUILDING). SEE NOTE #2 ON DRAWING EIO2.
5.  EXISTING UNDERGROUND EMERGENCY FEEDER TO REMAIN.
I —
6.  EXISTING MECHANICAL EQUIPMENT TO BE REMOVED. COORDINATE WITH MECHANICAL
CONTRACTOR.
| |
I7.  REMOVE EXISTING FEEDER CONDUIT AND CONDUCTORS.
1&.  REMOVE EXISTING CIRCUIT BREAKER AND MOTOR CONTROLLER TO MAKE SPACE — —
FOR NEW CIRCUIT BREAKER IN THE MCC. OOO —l_ Z O I—IO<<m m
9. EXISTING LIGHT FIXTURE TO REMAIN. CLEAN AND RELAMP LIGHT FIXTURE. CHECK MO CAPACITOR — E —
CIRCUITRY FOR CONTINUITY. i - py REPLACEMENT
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